Ceiling Schedule Components quantities
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Gyptec Teto92 | 1.00m?> [2.10m?| 2.10m? 3.70 3.70 1.45 1 1 1 8 8 10 10 3.80 3.80 0.7 0.7 0.68 1 0.75 0.75 1.06 m*| 1.06 m? 1.75 2
BA13Protect
Self Declaration Gyptec Plasterboards — Product Composition //
Component's name or % by weight Preconsumer recycled | Postconsumer recycled
material o Dy welg % %
Gypsum 95.2 10 60
Material: Comments @ Gyp ec
GYPTEC_BA13Protect gypsum board 12.5mm fire resistance, high moisture and incombustible
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i | _ TETO 92 BA13Protect
03/2022
Gyptec Protect Fire
Resistant,High Moisture and V0.1
Incombustible Gypsum
plasterboard with 12.5mm
thickness
Gyptec Protect Fire
Resistant,High Moisture and
Incombustible Gypsum
plasterboard with 12.5mm
thickness
Volcalis ALPHA Mineral Wool
Insulation
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GYPTEC|Gyptec Teto 92 |GCDS 92/750/500/600 [2x13Protect+2xPT60] MW60 |Solution for interior ceilings, consisting of a structure with primary PT60 horizontal [1.00 m? El 60 71 dB 54 dB 0.00 0.00
BA13Protect metal profiles spaced every 750 mm, and secondary PT60 metal horizontal
profiles spaced every 500 mm, suspended by vertical elements fixed to the
ceiling, on which 2 layers of Gyptec BA13Protect (PROTECT) plasterboards are
fixed. Volcalis ALPHA mineral wool in the cavity space. Surfaces ready for Developer: ]
finishing of painting or decorative. Strat BiiVi




