Ceiling Schedule Components quantities
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Gyptec-TETO 78 1.00m? [1.05m?| 1.05m?2 2.20 2.20 .75 2 1 1 10 10 1.90 1.90 0.35 0.35 0.29 0 0.75 0.75 1.75 2
GYPCORK 13A-40

Self Declaration Gyptec Plasterboards — Product Composition

Component's name or

% by weight

Preconsumer recycled

Postconsumer recycled

material % %
Gypsum 95.2 10 60
Paper 4.8 100

Material: Name

Gyptec

GYPTEC_ICB 13A-40 Composite gypsum board GYPCORK

TETO 78 GYPCORK 13A-40
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GYPTEC_ICB 13A-40
Composite gypsum board

(GYPCORK)
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GYPTEC|Gyptec-TETO 78 GCDS 78/500 [13A+40 ICB+PT45] Type comments: Solution for interior ceilings, consisting of a structure with horizontal metal profiles 1.00 m? 64 dB 69 dB 0.00 0.00
GYPCORK 13A-40 PT45, spaced every 500 mm, suspended by vertical elements fixed to the ceiling, on which 1 layer of Deveioper
Gyptec ICB13-40 (GYPCORK) plasterboards is fixed. Surfaces ready for final finishing of painting or ' o
decoration. StratBIM




